


Submit your project requirements via call, fax, 
or email, and we’ll promptly furnish you with a 

competitive quote, tailored to help you win your 
contract. 

This catalog serves as a glimpse into the extensive range of utility 
construction materials and services offered by the Galloway Group.

For comprehensive product details, visit our website at www.
teamgalloway.com, where you can explore our full lineup.

Our commitment to you is straightforward: timely delivery and 
competitive pricing. To ensure we meet this promise, we operate 
multiple well-stocked supply yards, supported by our fleet of 
delivery vehicles.

Your unique needs are our priority. If there’s a specific material you 
require that isn’t listed here, or if you have high-volume needs that 
warrant specialized stocking, please don’t hesitate to contact us. 
We are dedicated to providing exemplary service tailored to your 
project’s demands.
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

HDPE - Innerduct

HDPE INNERDUCT
Smooth Wall and 

Corrugated
• Standard telecommunications     
and custom colors 
• Available in solid colors or 
striping for color coding 
• Smooth wall SDR and SIDR 
controlled pipe up to 6” in diameter 
• Internal ribbing is available 
• ASTM 3039 and ASTM 2239 
dimensional specifications 
• RUS Listed.

• UL / ETL Listed HDPE Available
• Available in single put up or multiple sectional reels 
• Corrugated pipe available in 1”, 1 ¼” and 1 3/8” diameter 
• Available empty, with pull rope or pull tape 
• Standard or custom length on steel reels 
• 66”, 84”, 96”, 102” and 114” reels are available 

In Stock!
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HDPE PRODUCTS

HDPE INNERDUCT SPECIFICATIONS
SDR CONTROLLED BY OUTSIDE DIAMETER AND MINIMUM WALL

     OUTSIDE DIAMETER                   WALL        INSIDE DIAMETER

SDR AVG. TOL. MIN. TOL. AVG. LB/FT
NOMINAL PIPE SIZE 3/4” DIAMETER

13.5 1.050 +/-.005 0.078 +.020/-.000 0.890 0.110

11 1.050 +/-.005 0.095 +.020/-.000 0.850 0.128

NOMINAL PIPE SIZE 1” DIAMETER
15.5 1.315 +/-.007 0.084 +.020/-.000 1.127 0.149

13.5 1.315 +/-.007 0.097 +.020/-.000 1.101 0.170

11 1.315 +/-.007 0.120 +.020/-.000 1.055 0.200

9.3 1.315 +/-.007 0.141 +.020/-.000 1.013 0.228

9 1.315 +/-.007 0.146 +.020/-.000 1.003 0.234

NOMINAL PIPE SIZE 1 1/4” DIAMETER
15.5 1.660 +/-.008 0.107 +.020/-.000 1.426 0.234

13.5 1.660 +/-.008 0.123 +.020/-.000 1.394 0.263

11 1.660 +/-.008 0.151 +.020/-.000 1.338 0.313

9.3 1.660 +/-.008 0.178 +.021/-.000 1.285 0.359

9 1.660 +/-.008 0.184 +.025/-.000 1.267 0.373

NOMINAL PIPE SIZE 1 1/2” DIAMETER
15.5 1.900 +/-.010 0.123 +.020/-.000 1.634 0.304

13.5 1.900 +/-.010 0.141 +.020/-.000 1.598 0.342

11 1.900 +/-.010 0.173 +.021/-.000 1.533 0.408

9.3 1.900 +/-.010 0.204 +.024/-.000 1.468 0.471

9 1.900 +/-.010 0.211 +.025/-.000 1.453 0.485

NOMINAL PIPE SIZE 2” DIAMETER
15.5 2.375 +/-.014 0.153 +.020/-.000 2.040 0.467

13.5 2.375 +/-.014 0.176 +.021/-.000 2.002 0.529

11 2.375 +/-.014 0.216 +.026/-.000 1.917 0.636

9.3 2.375 +/-.014 0.255 +.031/-.000 1.834 0.737

9 2.375 +/-.014 0.264 +.032/-.000 1.815 0.760

MICRODUCT
     OUTSIDE DIAMETER              WALL     INSIDE DIAMETER

NOM. SIZE NOM. TOL. MIN. TOL AVG. LB/FT
NOMINAL PIPE SIZE 16 MM DIAMETER

Continued >>>

16 MM 0.630 +/-.005 0.079 +.010/.000 0.456 0.056
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

NOMINAL PIPE SIZE 2 1/2” DIAMETER
13.5 2.875 +/-.014 0.213 +.026/-.0000 2.424 0.790

11 2.875 +/-.014 0.261 +.031/.000 2.321 0.940

NOMINAL PIPE SIZE 3” DIAMETER
SCH 40 3.500 +/-.018 0.216 +.025/-.000 3.043 0.970

15.5 3.500 +/-.018 0.226 +.027/-.000 3.021 1.010

13.5 3.500 +/-.018 0.259 +.031/-.000 2.951 1.150

SCH 80 3.500 +/-.018 0.300 +.035/-.000 2.865 1.310

11 3.500 +/-.018 0.337 +.035/-.000 2.826 1.380

NOMINAL PIPE SIZE 4” DIAMETER
15.5 4.500 +/-.023 0.290 +.035/-.000 3.885 1.670

13.5 4.500 +/-.023 0.337 +.040/-.000 3.786 1.869

11 4.500 +/-.023 0.409 +.049/-.000 3.633 2.160

NOMINAL PIPE SIZE 6” DIAMETER
13.5 6.625 +/-.033 0.491 +.059/-.000 5.640 4.130

11 6.625 +/-.033 0.602 +.072/-.000 5.420 4.970

INNERDUCT SPECIFICATIONS
SIDR CONTROLLED BY INSIDE DIAMETER AND MINIMUM WALL

    INSIDE DIAMETER                      WALL        OUTSIDE 
DIAMETER

SIDR  NOM. TOL. MIN. TOL. AVG. LB/FT
NOMINAL PIPE SIZE 1” DIAMETER

15 1.049 .010 -.020 0.070 +.020/-.000 1.209 0.117

11.5 1.049 .010 -.020 0.091 +.020/-.000 1.251 0.151

9 1.049 .010 -.020 0.117 +.020/-.000 1.303 0.194

NOMINAL PIPE SIZE 1 1/4” DIAMETER
15 1.380 +.010/ -.020 0.092 +.020/-.000 1.584 0.196

11.5 1.380 +.010/ -.020 0.120 +.020/-.000 1.640 0.254

9 1.380 +.010/ -.020 0.153 +.020/-.000 1.706 0.326

NOMINAL PIPE SIZE 1 1/2” DIAMETER
11.5 1.610 +.015/ -.020 0.140 +.020/-.000 1.910 0.342

9 1.610 +.015/ -.020 0.179 +.020/-.000 1.988 0.440

HDPE INNERDUCT SPECIFICATIONS (CONT’D.)
SDR CONTROLLED BY OUTSIDE DIAMETER AND MINIMUM WALL

     OUTSIDE DIAMETER                   WALL        INSIDE DIAMETER
SDR AVG. TOL. MIN. TOL. AVG. LB/FT

Continued  >>
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INNERDUCT SPECIFICATIONS (CONT’D.)
SIDR CONTROLLED BY INSIDE DIAMETER AND MINIMUM WALL

    INSIDE DIAMETER                      WALL        OUTSIDE 
DIAMETER

SIDR  NOM. TOL. MIN. TOL. AVG. LB/FT
NOMINAL PIPE SIZE 2” DIAMETER

11.5 2.067 +.015/ -.020 0.180 +.022/-.000 2.449 0.558

9 2.067 +.015/ -.020 0.230 +.028/-.000 2.555 0.730

NOMINAL PIPE SIZE 3” DIAMETER

15 3.068 +.015/-.030 0.205 +.020/-.000 3.498 0.915

11.5 3.068 +.015/-.030 0.267 +.032/-.000 3.634 1.239

NOMINAL PIPE SIZE 4” DIAMETER

11.5 4.026 +.015/-.035 0.350 +.042/-.000 4.768 2.110

CORRUGATED INNERDUCT
     OUTSIDE DIAMETER              WALL     INSIDE DIAMETER

NOM. SIZE NOM. TOL. MIN. MAX. AVG. LB/FT

1" 1.400 +.030/-.020 0.050 0.080 1.000 0.120

1 1/4" 1.600 +.030/-.020 0.050 0.080 1.250 0.140

1 3/8" 1.660 +.030/-.020 0.055 0.080 1.380 0.155

Standard and custom colors

Available in solid colors and with striping for color coding

Product is  printed with product description and manufacturing identification

Combinations of smooth, internal and external ribbing available

Produced to the following industry specifications: ASTM F 2160, D 3035 and D2239

Available in single put up or multiple sectional reels

Produced empty, with pull tape or rope as specified - detectable tape available

Standard and custom reel quantities

66”, 84”, 96”, 102” and 114” reels are available

RUS Accepted
ISO-9001:2000
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

NOMINAL PIPE SIZE 1” DIAMETER E100S040GYNA60T
SCH 40 1.315 +/-.007 0.133 +.020/-.000 1.029 0.221

NOMINAL PIPE SIZE 1 1/4” DIAMETER E125S040GYNA80T
SCH 40 1.660 +/-.008 0.140 +.020/-.000 1.360 0.299

NOMINAL PIPE SIZE 1 1/2” DIAMETER E150S040GYNA60T
SCH 40 1.900 +/-.010 0.145 +.020/-.000 1.590 0.357

NOMINAL PIPE SIZE 2” DIAMETER E200S080GYNA30T
SCH 80 2.375 +/-.012 0.154 +.026/-.000 2.041 0.479

NOMINAL PIPE SIZE 2 1/2” DIAMETER E250S080GYNA20T
SCH 80 2.875 +/-.014 0.276 +.033/.000 2.290 0.990

NOMINAL PIPE SIZE 3” DIAMETER E300S080GYNA10T
SCH 80 3.500 +/-.018 0.300 +.036/-.000 2.864 1.310

NOMINAL PIPE SIZE 4” DIAMETER E400S080GYNA05T
SCH 80 4.500 +/-.023 0.337 +.040/-.000 3.786 1.869

NOMINAL PIPE SIZE 5” DIAMETER E500S135GYNA50T
13.5 5.563 +/-.028 0.412 +.049/-.000 4.690 2.897

NOMINAL PIPE SIZE 6” DIAMETER E600S135GYNAX4T
13.5 6.625 +/-.033 0.491 +.059/-.000 5.584 4.130

HDPE INNERDUCT SPECIFICATIONS
SDR CONTROLLED BY OUTSIDE DIAMETER AND MINIMUM WALL

     OUTSIDE DIAMETER                   WALL        INSIDE DIAMETER
SDR AVG. TOL. MIN. TOL. AVG. LB/FT

ETL LISTED PIPE
ETL Listed HDPE is a protective pathway for electrical cable and wire for 
innerduct and underground applications produced to ASTM F 2160 and UL 
Standard 651-B.

Installation must be in accordance to the National Electrical Code direct buried 
or encased on concrete. If conduit is placed above ground it must be encased 
in at least 2” of concrete.

Our ETL listed UL 651-B conduit is gray in color, and includes 1250# pull tape. 
Product is printed with product description and manufacturing identification. 
The conduit has sequentially printed footage 24” apart. This product is available 
only in smooth wall. Following are the available sizes in ETL listed pipe.

See ETL Rated Couplings on Page 15
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HDPE PRODUCTS

ETL LISTED PIPE Plenum Innerduct
UL Listed nonmetallic corrugated flexible conduit

for use in Plenum, Riser and General Purpose 
applications.

Plenum Innerduct
Size I.D. Min. 

Ref.
Min. O.D. Max. O.D. Min. Bend 

Radius
1/2 " 0.6 0.815 0.835 2 "

3/4 " 0.74 1.025 1.045 2 "

1 " 1 1.292 1.312 3 "

1 1/4 " 1.35 1.63 1.65 3 "

1 1/2 " 1.5 1.868 1.888 4 "

2 " 2 2.329 2.349 4 "
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Features
• Range of HDPE MicroDucts from 5mm to 27mm in Outer Diameter
• Optimize usage of space in already utilized ducts
• Enhance current network infrastructure through overlay solutions
• Significantly decrease both construction expenses and rollout duration
• Capability to accommodate up to 432 fiber MicroCables
• Markings for Distance in Feet/Meters

Multiple Microducts In An HDPE Sleeve For 
Current Needs And Future Raceways

• Efficient: Streamlined installation with no need for 
specialized tools.

• Durable: Built to last, ensuring long-term performance and 
reliability.

• Precise: Clearly marked for accurate measurements and 
easy deployment.

 “Discover the 
difference - reach 
out for tailored 
solutions!”

MicroDucts 
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Maxcell Textile Innerduct
Reel Sizes & Weights
Reel information for 4” 3-Cell Product (Std/Detectable/
Riser) MXC4003 Product

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON REEL

33" H x 15" W 250 ft 43 lbs 1,100 ft

33" H x 15" W 500 ft 64 lbs 1,100 ft

33" H x 15" W 1,000 ft 105 lbs 1,100 ft

48" H x 22" W 2,650 ft 277 lbs 3,200 ft

72" H x 22" W 5,300 ft 530 lbs 7,300 ft

72" H x 45" W 10,000 ft 926 lbs 10,000 ft

Reel information for 3”3-Cell Product (Std/Detectable) 
(Plenum/Riser) MXC3456 Product Wt: 68lbs/1000ft

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON REEL

33" H x 15" W 250 ft 39 lbs 1,300 ft

33" H x 15" W 500 ft 56 lbs 1,300 ft

33" H x 15" W 1,000 ft 90 lbs 1,300 ft

48" H x 15" W 2,650 ft 231 lbs 3,200 ft

72" H x 15" W 5,300 ft 440 lbs 7,300 ft

72" H x 45" W 10,000 ft 765 lbs 10,000 ft

Reel information for 2” 3-Cell Product (Std/Detectable) 
(Plenum/Riser) MXC2003 Product Wt: 58lbs/1000ft

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON REEL

33" H x 15" W 250 ft 37 lbs 1,500 ft

33" H x 15" W 500 ft 51 lbs 1,500 ft

33" H x 15" W 1,000 ft 80 lbs 1,500 ft

48" H x 15" W 2,650 ft 204 lbs 3,600 ft

48" H x 22" W 5,300 ft 363 lbs 5,600 ft

72" H x 22" W 10,000 ft 660 lbs 12,500 ft

Continued >>>
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Maxcell Textile Innerduct (Cont’d.)

Reel Sizes & Weights
Reel information for 2” 2-Cell Product (Std/Detectable)
(Plenum/Riser) MXC2002 Product Wt. 41lbs/1000ft

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON REEL

33" H x 15" W 250 ft 32 lbs 2,200 ft

33" H x 15" W 500 ft 42 lbs 2,200 ft

33" H x 15" W 1,000 ft 63 lbs 2,200 ft

33" H x 22" W 2,650 ft 132 lbs 3,500 ft

48" H x 22" W 5,300 ft 270 lbs 7,500 ft

72" H x 22" W 10,000 ft 487 lbs 13,000 ft

Reel information for 2” 1-Cell Product (Std/Detectable)
(Plenum/Riser) MXC2001 Product Wt. 22lbs/1000ft

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON REEL

33" H x 15" W 250 ft 27 lbs 2,200 ft

33" H x 15" W 500 ft 33 lbs 2,200 ft

33" H x 15" W 1,000 ft 43 lbs 2,500 ft

33" H x 22" W 2,650 ft 81 lbs 5,500 ft

33" H x 22" W 5,300 ft 137 lbs 5,500 ft

72" H x 15" W 10,000 ft 293 lbs 14,000 ft

Reel information for Micro 3-Cell Product (Std/
Detectable)(Plenum/Riser) MXCM3303 Product Wt. 
45lbs/1000ft

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON 
REEL

33" H x 15" W 250 ft 33 lbs 3,000 ft

33" H x 15" W 500 ft 45 lbs 3,000 ft

33" H x 15" W 1,000 ft 69 lbs 3,000 ft

33" H x 15" W 2,650 ft 145 lbs 3,000 ft

48" H x 15" W 5,300 ft 297 lbs 5,800 ft

72" H x 15" W 10,000 ft 545 lbs 13,000 ft
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Maxcell Textile Innerduct (Cont’d.)

Reel Sizes & Weights
Reel information for 2” 2-Cell Product (Std/Detectable)
(Plenum/Riser) MXC2002 Product Wt. 41lbs/1000ft

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON 
REEL

33" H x 15" W 250 ft 32 lbs 2,200 ft

33" H x 15" W 500 ft 42 lbs 2,200 ft

33" H x 15" W 1,000 ft 63 lbs 2,200 ft

33" H x 22" W 2,650 ft 132 lbs 3,500 ft

48" H x 22" W 5,300 ft 270 lbs 7,500 ft

72" H x 22" W 10,000 ft 487 lbs 13,000 ft

Reel information for Micro 2-Cell Product (Std/
Detectable)(Plenum/Riser) MXCM3302 Product Wt. 
32lbs/1000ft

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON 
REEL

33" H x 15" W 250 ft 30 lbs 3,100 ft

33" H x 15" W 500 ft 38 lbs 3,100 ft

33" H x 15" W 1,000 ft 54 lbs 3,100 ft

33" H x 15" W 2,650 ft 107 lbs 3,100 ft

48" H x 15" W 5,300 ft 220 lbs 6,100 ft

72" H x 15" W 10,000 ft 400 lbs 13,000 ft

Reel information for Micro 1-Cell Product (Std/
Detectable)(Plenum/Riser) MXCM3301 Product Wt. 
16lbs/1000ft

REEL SIZE STD. PRODUCT 
LENGTH

REEL WT. W/STD. 
PRODUCT LENGTH

MAX PRODUCT ON 
REEL

33" H x 15" W 250 ft 26 lbs 3,100 ft

33" H x 15" W 500 ft 30 lbs 3,100 ft

33" H x 15" W 1,000 ft 40 lbs 3,100 ft

33" H x 15" W 2,650 ft 66 lbs 3,100 ft

48" H x 15" W 5,300 ft 138 lbs 6,100 ft

72" H x 15" W 10,000 ft 245 lbs 13,000 ft
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Popular HDPE Couplings
Clear-Lock Coupler: Speed 

up your installations with our clear-
bodied Push-Lock coupler, ensuring 
swift and easy assembly. Push duct 

ends into the coupler for a locked, 
air-sealed fit, perfect for pull boxes 

and tight spaces. It’s shorter than 
its predecessor, with non-metallic 

construction for corrosion resistance 
and superb dielectric properties.

Comfit Coupler: A 
standout HDPE cable duct 
connector with 230 PSI leak 
resistance. Highly corrosion and 
chemical-resistant, it’s crafted 
for top cable duct needs. Ideal 
for both blowing and pulling, its 
compact design eases use in 
tight spaces. Push-fit assembly 
ensures a quick, air-tight 
connection without special tools.

Part # Sizes Box Qty.
20005661 0.75” Clear-Lock 144
20005662 1.00" Clear-Lock 50
20005096 1.25" Clear-Lock 50
20005663 1.50" Clear-Lock 25
20005097 2.00" Clear-Lock 15

Part # Sizes Box Qty.

08566100 3/4" 144

08566110 1" 70

08566112 1 1/4" 56

08566115 1 1/2" 36

08566120 2" 13
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Popular HDPE Couplings
Shur-Lock II Coupler: A versatile 
plastic coupler for HDPE, PVC, metal, and FRP 
conduits, including mismatched types. Features 
hand-tightened stainless steel band clamps 
(using a 5/16” nut driver) and a pre-lubed 
O-ring ensuring an air-tight seal up to 125 PSI 
for 1”-3” sizes. ETL/UL listed, it’s the go-to 
choice for electricians seeking reliable and 
compliant installations.

Part Number Sizes Box 
Quantity

20000118 1.00" Shur-Lock II Coupler 10
20000120 1.25" Shur-Lock II Coupler 10
20000122 1.50" Shur-Lock II Coupler 10
20000123 2.00" Shur-Lock II Coupler 10
20000172 2.50" Shur-Lock II Coupler 6
20000173 3.00" Shur-Lock II Coupler 6
20000245 4.00" Shur-Lock II Coupler 4
20000254 5.00" Shur-Lock II Coupler 2
20000256 6.00" Shur-Lock II Coupler 2

CoBALT: 
Genuine single-user setup 
without needing unique tools. 
Pressure-tested beyond 150 PSI. 
Can withstand a pull-apart force 
exceeding 3,845 lbs.
Tapered build designed for coupling 
irregular HDPE.dimensions. ETL/UL 
certified.

Part Number Sizes Box 
Quantity

CC125RRUL 1.25" HDPE to HDPE Coupler UL Listed 63
CC150RRUL 1.50" HDPE to HDPE Coupler UL Listed 48
CC200RRUL 2.00" HDPE to HDPE Coupler UL Listed 35
CC200RSUL 2.00" HDPE to PVC Slip Coupler  UL Listed 35
CC300RSUL 3.00" HDPE to PVC Slip Coupler UL Listed 20
CC400RSUL 4.00" HDPE to PVC Slip Coupler UL Listed 12
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Introducing Our HDPE Sleeve 
Coupling
• Effortless Reshaping: Say goodbye to ovalization headaches with 

this HDPE Sleeve Coupling.
• Preserves Integrity: Molds HDPE to join any IPS-sized pipe with 

ease, even accommodating existing cables.
• Powder Coated: Coated for durability, even underground.
• Streamlined Operations: Up to 10 nuts and bolts ensure a perfect 

fit every time, minimizing damage risk.
• Time and Labor Saver: User-friendly design boosts installation 

efficiency without specialized training.
• Upgrade your pipe connections today with ease and efficiency. 

Get our HDPE (Split Steel) Sleeve Coupling now!

HDPE Sleeve Coupling
Part No. Size I.D. Length Weight

FMP2/coupling 2” 2.375” 12” 6 lbs.

FMP3/coupling 3” 3.5” 15” 9 lbs.

FMP4/coupling 4” 4.5” 15” 10.75 lbs.

FMP5/coupling 5” 5.663” 15” 12.75 lbs.

FMP6/coupling 6” 6.625” 15” 14.75 lbs.
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MOLDED ELECTROFUSION 
COUPLINGS
Available Size Range: 
½”CTS - 1 ¼”CTS
½”IPS - 12”IPS
4”DIPS - 12”DIPS *
* Available in PE 3408 only

Central Plastics Electrofusion Couplings are designed 
and manufactured in accordance with ASTM F-1055
for use with pipe conforming to ASTM D2513/3035, 
F-714 and with Butt fittings conforming to ASTM D3261 
as applicable. These fittings can be supplied with an 
integral identification resistor which is recognized by 
all Central Plastic’s processors to automatically set the 
proper fusion parameters. Electrofusion fittings are
supplied with a 24 digit ISO compliant barcode label 
which facilitates the fusion of the Central Plastic
electrofusion fitting with other manufacturer’s 
processors.

AVAILABLE FEATURES:
- PE2406 fittings are engineered for use on MDPE Pipe
- PE3408 fittings are engineered for use on HDPE Pipe
- Compatible for fusion to either PE2406 or PE3408 pipe 
materials without special fusion procedures.
- Pressure rated for natural gas and potable water* 
applications (* only in some sizes)
- PE3408 fittings utilize NSF listed Resin
- PE3408 fittings are tested to the requirements of AWWA 
C906
- PE3408 fittings are FM Approved (4”- 24”)
- CSA Certification
- Available in metric sizes
- Manufactured in U.S.A.
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

PolyPipe® Potable Water PE4710 Pipe is manufactured in accordance with the following standards:
• For sizes ½” IPS through 3” IPS products are manufactured in accordance with ASTM     D3035 & AWWA C901.
• For sizes 4” IPS through 60” DIPS products are manufactured in accordance with ASTM F714 & AWWA C906.
• Metric sizes also available.
• Coiled pipe available through 6” OD and straight lengths available in 40’ and 50’ lengths.For custom lengths, 

contact a Customer Service Representative.

• Pressures are based on water at 23°C (73.4°F) and are determined by use of the Hydrostatic Design Stress (HDS) as 
established by the Hydrostatic Stress Board (HSB)

•  of the Plastics Pipe Institute (PPI).
• The above weights for IPS and DIPS sizes are calculated in accordance with Plastics Pipe Institute (PPI) TR-7, using 

a  value of 0.960 for density.
• Available with color-coded striping.
• Some sizes listed are special order. Call for availability on sizes.
• *May require additional lead time.

Ductile Iron Pipe Size HDPE
Pressure 
Rating

DR7 
335 psi

DR9 
255 psi

DR11 
200 psi

DR13.5 
160 psi

Pipe AVG Min. Weight Min. Weight Min. Weight Min. Weight

Size O.D. Wall (lbs/ft) Wall (lbs/ft) Wall (lbs/ft) Wall (lbs/ft)

3” 3.96 0.566 2.635 0.44 2.13 0.36 1.785 0.293 1.483

4” 4.8 0.686 3.871 0.533 3.13 0.436 2.623 0.356 2.18

6” 6.9 0.986 7.999 0.767 6.468 0.627 5.421 0.511 4.504

8” 9.05 1.293 13.76 1.006 11.127 0.823 9.325 0.67 7.748

10” 11.1 1.586 20.7 1.233 16.739 1.009 14.028 0.822 11.656

12” 13.2 1.886 29.274 1.467 23.671 1.2 19.838 0.978 16.483

14” 15.3 2.186 39.329 1.7 31.802 1.391 26.652 1.133 22.145

16” 17.4 2.486 50.866 1.933 41.132 1.582 34.47 1.289 28.641

18” 19.5 2.786 63.885 2.167 51.659 1.773 43.292 1.444 35.972

20” 21.6 3.086 78.386 2.4 63.385 1.964 53.119 1.6 44.137

24” 25.8 – – 2.867 90.431 2.345 75.785 1.911 62.97

30” 32 – – – – – 2.37 96.871

36”* 38.3 – – – – – –

42”* 44.5 – – – – – –

48”* 50.8 – – – – – –

54”* 57.56 – – – – – –

60”* 61.61 – – – – – –

PE3408/PE4710/PE100 Pipe
Pipe Data and Pressure Ratings - DIPS

Continued >>>



Midwest Sales Office:  866-476-4510

HDPE PRODUCTS

Page  19See Back Cover For All Locations

H
D

P
E

 P
IP

E
 A

N
D

 F
IT

T
IN

G
S

HDPE PRODUCTS

PE3408/PE4710/PE100 Pipe
Pipe Data and Pressure Ratings - DIPS (Cont’d.)

Ductile Iron Pipe Size HDPE (Cont’d.)
Pressure 

Rating
DR17 

125 psi
DR21 

100 psi
DR26 
80 psi

DR32.5 
65 psi

Pipe AVG Min. Weight Min. Weight Min. Weight Min. Weight

Size O.D. Wall (lbs/ft) Wall (lbs/ft) Wall (lbs/ft) Wall (lbs/ft)

3” 3.96 0.233 1.199 0.189 0.983 0.152 0.802 0.122 0.647

4” 4.8 0.282 1.761 0.229 1.444 0.185 1.178 0.148 0.950

6” 6.9 0.406 3.639 0.329 2.984 0.265 2.434 0.212 1.964

8” 9.05 0.532 6.261 0.431 5.132 0.348 4.188 0.278 3.379

10” 11.1 0.653 9.418 0.529 7.721 0.427 6.300 0.342 5.083

12” 13.2 0.776 13.319 0.629 10.919 0.508 8.909 0.406 7.188

14” 15.3 0.900 17.894 0.729 14.669 0.588 11.969 0.471 9.657

16” 17.4 1.024 23.144 0.829 18.973 0.669 15.481 0.535 12.490

18” 19.5 1.147 29.067 0.929 23.829 0.750 19.443 0.600 15.687

20” 21.6 1.271 35.665 1.029 29.237 0.831 23.856 0.665 19.247

24” 25.8 1.518 50.883 1.229 41.713 0.992 34.035 0.794 27.460

30” 32 1.882 78.277 1.524 64.169 1.231 52.359 0.985 42.243

36”* 38.3 2.253 112.132 1.824 91.923 1.473 75.005 1.178 60.514

42”* 44.5 2.618 151.374 2.119 124.093 1.712 101.254 1.369 81.692

48”* 50.8 – – 2.419 161.717 1.954 131.953 1.563 106.460

54”* 57.56 – – 2.741 207.620 2.214 169.408 1.771 136.678

60”* 61.61 – – – – 2.370 194.086 1.896 156.588

PolyPipe® Potable Water PE4710 Pipe is manufactured in accordance with the following standards:
• For sizes ½” IPS through 3” IPS products are manufactured in accordance with ASTM     D3035 & AWWA C901.
• For sizes 4” IPS through 60” DIPS products are manufactured in accordance with ASTM F714 & AWWA C906.
• Metric sizes also available.
• Coiled pipe available through 6” OD and straight lengths available in 40’ and 50’ lengths.For custom lengths, 

contact a Customer Service Representative.

• Pressures are based on water at 23°C (73.4°F) and are determined by use of the Hydrostatic Design Stress (HDS) as 
established by the Hydrostatic Stress Board (HSB)

•  of the Plastics Pipe Institute (PPI).
• The above weights for IPS and DIPS sizes are calculated in accordance with Plastics Pipe Institute (PPI) TR-7, using 

a  value of 0.960 for density.
• Available with color-coded striping.
• Some sizes listed are special order. Call for availability on sizes.
• *May require additional lead time.
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HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Iron Pipe Size HDPE
Pressure 
Rating

DR7 
335 psi

DR9 
255 psi

DR11 
200 psi

DR13.5 
160 psi

½” 0.84 0.120 0.119 0.093 0.096 0.076 0.080 – –

¾” 1.05 0.150 0.185 0.117 0.150 0.095 0.126 – –

1” 1.315 0.188 0.291 0.146 0.235 0.120 0.197 – –

1 ¼” 1.66 0.237 0.463 0.184 0.374 0.151 0.314 0.123 0.261

1 ½” 1.9 0.271 0.607 0.211 0.490 0.173 0.411 0.141 0.342

2” 2.375 0.339 0.948 0.264 0.766 0.216 0.642 0.176 0.534

3” 3.5 0.500 2.058 0.389 1.664 0.318 1.395 0.259 1.159

4” 4.5 0.643 3.402 0.500 2.751 0.409 2.306 0.333 1.916

5” 5.375 0.768 4.854 0.597 3.925 0.489 3.289 0.398 2.733

5” 5.563 0.795 5.199 0.618 4.204 0.506 3.523 0.412 2.928

6” 6.625 0.946 7.374 0.736 5.963 0.602 4.997 0.491 4.152

7” 7.125 1.018 8.529 0.792 6.897 0.648 5.780 0.528 4.802

8” 8.625 1.232 12.498 0.958 10.106 0.784 8.470 0.639 7.037

10” 10.75 1.536 19.416 1.194 15.700 0.977 13.157 0.796 10.932

12” 12.75 1.821 27.312 1.417 22.085 1.159 18.508 0.944 15.379

14” 14 2.000 32.930 1.556 26.628 1.273 22.315 1.037 18.542

16” 16 2.286 43.010 1.778 34.779 1.455 29.146 1.185 24.218

18” 18 2.571 54.435 2.000 44.017 1.636 36.888 1.333 30.651

20” 20 2.857 67.203 2.222 54.342 1.818 45.541 1.481 37.840

22” 22 – – 2.444 65.754 2.000 55.105 1.630 45.787

24” 24 – – 2.667 78.253 2.182 65.579 1.778 54.490

28” 28 – – 3.111 106.510 2.545 89.260 2.074 74.167

30” 30 – – 3.333 121.630 2.727 102.467 2.222 85.141

32” 32 – – 3.556 139.120 2.909 116.590 2.370 96.871

36” 36 – – 4.000 176.070 3.273 146.780 2.667 121.960

42” 42 – – – – – 3.111 166.880

PE3408/PE4710/PE100 Pipe
Pipe Data and Pressure Ratings - IPS
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HDPE PRODUCTS

Iron Pipe Size HDPE
Pressure 
Rating

DR7 
335 psi

DR9 
255 psi

DR11 
200 psi

DR13.5 
160 psi

2” 2.375 0.140 0.431 – – – – – –

3” 3.5 0.206 0.936 0.167 0.768 0.135 0.626 – –

4” 4.5 0.265 1.548 0.214 1.269 0.173 1.035 0.138 0.835

5” 5.375 0.316 2.208 0.256 1.810 0.207 1.477 0.165 1.192

5” 5.563 0.327 2.366 0.265 1.939 0.214 1.582 0.171 1.277

6” 6.625 0.390 3.355 0.315 2.750 0.255 2.244 0.204 1.811

7” 7.125 0.419 3.881 0.339 3.181 0.274 2.596 0.219 2.094

8” 8.625 0.507 5.687 0.411 4.662 0.332 3.804 0.265 3.069

10” 10.75 0.632 8.834 0.512 7.242 0.413 5.909 0.331 4.767

12” 12.75 0.750 12.427 0.607 10.187 0.490 8.312 0.392 6.703

14” 14 0.824 14.983 0.667 12.282 0.538 10.022 0.431 8.086

16” 16 0.941 19.569 0.762 16.042 0.615 13.090 0.492 10.561

18” 18 1.059 24.767 0.857 20.304 0.692 16.567 0.554 13.366

20” 20 1.176 30.577 0.952 25.066 0.769 20.453 0.615 16.501

22” 22 1.294 36.998 1.048 30.330 0.846 24.748 0.677 19.967

24” 24 1.412 44.031 1.143 36.095 0.923 29.452 0.738 23.762

28” 28 1.647 59.931 1.333 49.130 1.077 40.087 0.862 32.342

30” 30 1.765 68.798 1.429 56.399 1.154 46.019 0.923 37.128

32” 32 1.882 78.277 1.524 64.169 1.231 52.359 0.985 42.243

36” 36 2.118 99.069 1.714 81.214 1.385 66.267 1.108 53.464

42” 42 2.471 134.844 2.000 110.542 1.615 89.730 1.292 72.771

48” 48 2.824 176.122 2.286 144.381 1.846 117.808 1.477 5.047

54” 54 3.176 222.910 2.571 182.732 2.077 149.100 1.662 20.294

63” 63 3.706 303.398 3.000 248.720 2.423 202.940 1.938 163.730

65” 65 3.824 322.967 3.095 264.760 2.500 216.030 2.000 174.29

Water / Sewer
PE3408/PE4710/PE100 Pipe
Pipe Data and Pressure Ratings - IPS



PVC PRODUCTS
H

D
P

E
 P

IP
E

 A
N

D
 F

IT
T

IN
G

S

Page 22

HDPE PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Rally Trailers- 
• Real Tough for Reel Work: Engineered for durability and high 

performance on the worksite.
• Quality Construction: Built with premium, thick steel ensuring 

long-lasting service.
• Advanced Technology: Incorporating fiber optic reels for 

enhanced functionality.
• Field-Tested: Every trailer is rigorously tested to guarantee top 

performance and reliability.
• Efficiency Boost: Designed to reduce manpower and increase 

work speed, optimizing job site productivity.
• Safety & Security: Ensuring a safe and secure operation in 

various job site conditions.
• Proven Performance: Outperforms and out-stacks popular 

trailers in construction quality and ease of use.
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HDPE PRODUCTS

Schedule 40 Heavy Wall
 Nom. 
Size  

 Std. Crate Qty.  Wt. Per  Dimensions 

10’ 20’ 100’ O.D. I.D. Wall
 1/2”   6000’   17   .840   .622   .109

 3/4”   4400’   8800’   23   1.050   .824   .113  

 1”   3600’   7200’   34   1.315   1.049   .133  

 11/4”   3300’   6600’   46   1.660   1.380   .140  

 11/2”   2250’   4500’   55   1.900   1.610   .145  

 2”   1400’   2800’   73   2.375   2.067   .154  

 21/2”   930’   1860’   124   2.875   2.469   .203  

 3”   880’   1760’   163   3.500   3.068   .216  

 31/2”   630’   1260’   196   4.000   3.548   .226  

 4”   570’   1140’   232   4.500   4.026   .237  

 5”   380’   760’   315   5.563   5.047   .258  

 6”   260’   520’   409   6.625   6.065   .280  

Schedule 40 Rigid PVC 
Nonmetallic Conduit
(Heavy Wall EPC)

Listed for underground applications encased in concrete 
or direct burial. Also for use in exposed or concealed 
applications above ground. • Sunlight resistant • Rated 
for use with 90°C conductors • Superior weathering 
characteristics
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PVC PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Schedule 80 Extra Heavy Wall
 Nom. 

Size  
 Std. Crate Qty.  Wt. Per  Dimensions

10’ 20’ 100’ O.D. I.D. Wall

 1/2”   6000’   –   21   .840   .546   .147  

 3/4”   4400’   –   30   1.050   .742   .154  

 1”   3600’   –   44   1.315   .957   .179  

 11/4”   3300’   –   60   1.660   1.278   .191  

 11/2”   2250’   3600’   72   1.900   1.500   .200  

 2”   1400’   2800’   101   2.375   1.939   .218  

 21/2”   930’   1880   154   2.875   2.323   .276  

 3”   880’   1760’   210   3.500   2.900   .300  

 4”   570’   1140’   308   4.500   3.826   .337  

 5”   380’   760’   428   5.563   4.813   .375  

 6”   260’   520’   588   6.625   5.761   4.32  

Schedule 80 Rigid PVC 
Nonmetallic Conduit

(Extra Heavy Wall EPC-80)
Listed for use in above and below ground applications that 
are subject to physical damage.
• Sunlight resistant • Rated for use with 90°C conductors • 
Superior weathering characteristics
• For use in areas subject to physical damage
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PVC PRODUCTS

Telephone Duct Type C
One belled end per 20’ length

 Nom. 
Size  

Color Std. Crate 
Qty.

Approx. Wt. 
per 100 ft.

O.D. *Min. Wall

4”  Grey   1260   151   4.350   .150  

 4”  White  1260   151   4.350   .150  

 * Estimated min. wall to meet performance criteria  

Telephone Duct Type - C

Full Range of Bends - Everything You 
Need With One Call
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PVC PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com
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PVC PRODUCTS

Bore-Gard
Schedule 40

Pa
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BG340SP-010 3” Sch. 40 Bore-Gard 10 3.50 3.0 350 56 

BG340SP-020 3” Sch. 40 Bore-Gard 20 3.50 3.0 700 28 

BG440SP-010 4” Sch. 40 Bore-Gard 10 4.50 4.0 260 56 

BG440SP-020 4” Sch. 40 Bore-Gard 20 4.50 4.0 520 28 

BG540SP-010 5” Sch. 40 Bore-Gard 10 5.56 5.0 230 40 

BG540SP-020 5” Sch. 40 Bore-Gard 20 5.56 5.0 460 20 

BG640SP-010 6” Sch. 40 Bore-Gard 10 6.625 6.0 200 40 

BG640SP-020 6” Sch. 40 Bore-Gard 20 6.625 6.0 400 20 

BG840SP-010 8” Sch. 40 Bore-Gard 10 8.63 8.0 140 32

BG840SP-020 8” Sch. 40 Bore-Gard 20 8.63 8.0 280 16

Schedule 80
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BGT280SP-20 2” Sch. 80 Bore-Gard 20 2.38 2 2800  -

BGT280SP-20 3” Sch. 80 Bore-Gard 10  3.5  3 350  56

BGT280SP-20 3” Sch. 80 Bore-Gard 20 3.5 3 700 28

BGT280SP-20 4” Sch. 80 Bore-Gard 10 4.5 3.8 260 56

BGT280SP-20 4” Sch. 80 Bore-Gard 20 4.5 3.8 520 28

Boreable Multi-Gard

Pa
rt 

N
o.

D
es

cr
ip

tio
n

Le
ng

th
(ft

.)

D
im

en
si

on
s

O
.D

. (
in

.)

In
ne

rd
uc

tD
im

en
si

on
s

I.D
. (

in
.) 

Pk
g.

 Q
ty

.(f
t./

bu
nd

le
) 

MFSS3B-020 3-way Boreable Multi-Gard 20 4.50 1.50 520 

MFSS4B-020 4-way Boreable Multi-Gard 20 4.50 1.19 520 
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PVC PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

House Risers
7/8” OD RISERS DESCRIPTION LENGTH OFFSET NOTCH PCS / CTN

12-199-1 7/8” OD Straight Houseriser w/ 
Clamps

60” x x 60

12-119-2 7/8” Houseriser w/18” L-Bend w/ 
Clamps

78” 7/8” YES 60

12-119 7/8” OD Stand. Houseriser w/ 
Clamps

60” 7/8” YES 60

14-44 7/8” CLAMP X X X 100

1 1/4” OD RISERS DESCRIPTION LENGTH OFFSET NOTCH PCS / CTN

12-222-5 60° U-Guard w/ Clamps 60” X X 60

14-54 1 1/4” Clamp X X X 100

13-219 1 1/4” OD Houseriser w/ Clamps 60” 7/8” YES 60

12-222-2 24” U-Guard w/Clamps 24” X X 60

RUS Accepted

Standard House Risers For 
The Telecommunication Industry

CONDUIT REPAIR PRODUCTS



Midwest Sales Office:  866-476-4510

CONDUIT REPAIR PRODUCTS

Page  29See Back Cover For All Locations

C
O

N
D

U
IT

 R
E

P
A

IR

PVC PRODUCTS

Midwest Sales Office:  866-476-4510

CONDUIT REPAIR PRODUCTS

Page  29See Back Cover For All Locations

PVC SPLIT DUCT (OSI Plastics)
• Available in 3 ½” and 4” diameter sizes with existing 

tooling.
• Standard colors and 

custom   colors available.
• Produced in 10’ long 

pieces, bundled and 
palletized.

• Custom colors and 
lengths available.

Size Lgth Wall Ft/
Bundle

Wt/
Bundle

Ft/
Pallet

Wt/
Pallet

3 1/2” 120” 1/8” 50’ 48 lbs 1000’ 970 lbs
4” 120” 1/8” 50’ 50 lbs 1000’ 1020 lbs

PVC Split Duct (Conduit Repair Systems)
Schedule 40

Description  I.D.  O.D.  Weight Per 
10 ft.  

Minimum Order

1" SPLIT-DUCT CONDUIT 1.049 1.315 4.50 lbs. 10 ft.

1.25" SPLIT-DUCT CONDUIT 1.38 1.66 5.50 lbs. 10 ft.

1.5" SPLIT-DUCT CONDUIT 1.61 1.9 6.50 lbs. 10 ft.

2" SPLIT-DUCT CONDUIT 2.067 2.375 8.50 lbs. 10 ft.

2.5" SPLIT-DUCT CONDUIT 2.469 2.875 10.50 lbs. 10 ft.

3" SPLIT-DUCT CONDUIT 3.068 3.5 13.00 lbs. 10 ft.

4" SPLIT-DUCT CONDUIT 4.026 4.5 18.50 lbs. 10 ft.

5" SPLIT-DUCT CONDUIT 5.047 5.563 24.50 lbs. 10 ft.

6" SPLIT-DUCT CONDUIT 6.065 6.625 34.00 lbs. 10 ft.

Schedule 80
Description  I.D.  O.D.  Weight Per 

10 ft.  
Minimum Order

2" SCH. 80 SPLIT-DUCT 
CONDUIT

1.939 2.375 12.00 lbs. 10 ft.

Also available = Split Couplings, Split Adapter 
Couplings, Split 45 & 90 Degree Sweeps 
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CONDUIT REPAIR PRODUCTS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Conduit Repair Sleeve 
(For HDPE, PVC & Steel Conduit)

Repair Damaged Occupied IPS Conduits
Our sleeve size system ofers a swift solution and eliminates 
the need for couplings and fittings during the repair process. 
Our Steel Casing Conduit Repair Kit offers a swift solution to 
damaged conduits while enhancing protection against future 
damage. Designed to snugly fit around IPS-sized plastic or 
steel conduits, its bolt-down mechanism ensures a secure, 
compression fit.

Available Options:

• Lengths: 5’, 10’
• Types: BIP and GIP
• Sizes: Ranging from 2” to 8”

  Many contractors who have used our Conduit Repair 
Sleeves can vouch for their effectiveness. Keeping extra 

sleeves on standby insures a quick fix for future emergencies. 
For further inquiries or to discuss our Steel Casing Conduit 

Repair kits, please don’t hesitate to reach out to us.
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Steel Pipe (Foreign & Domestic) 
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STEEL PIPE

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

 PIPE 
SIZE  

 O.D. IN 
INCHES  

 5   10   20   30   40   STD.   60  

 1/8 0.405
 .035   .049     .068   .068   

 .14   .19     .24   .24   

 1/4 0.540
 .049   .065     .088   .088   

 .26   .33     .43   .43   

 3/8 0.675
 .049   .065     .091   .091   

 .33   .42     .57   .57   

 1/2 0.840
 .065   .083     .109   .109   

 .54   .67     .85   .85   

 3/4 1.050
 .065   .083     .113   .113   

 .68   .86     1.13   1.13   

1    1.315
 .065   .109     .133   .133   

 .87   1.40     1.68   1.68   

1 1/4 1.660
 .065   .109     .140   .140   

 1.11   1.81     2.27   2.27   

1 1/2 1.900
 .065   .109     .145   .145   

 1.27   2.09     2.72   2.72   

2    2.375
 .065   .109     .154   .154   

 1.60   2.64     3.66   3.66   

2 1/2 2.875
 .083   .120     .203   .203   

 2.47   3.53     5.80   5.80   

3    3.500
 .083   .120     .216   .216   

 3.03   4.33     7.58   7.58   

3 1/2 4.000
 .083   .120     .226   .226   

 3.47   4.98     9.12   9.12   

4    4.500
 .083   .120     .237   .237   .281  

 3.92   5.62     10.80   10.80   12.67  

4 1/2 5.000
      .247   

      12.55   

5    5.563
 .109   .134     .258   .258   

 6.35   7.78     14.63   14.63   

6    6.625
 .109   .134     .280   .280   

 7.59   9.30     18.99   18.99   

7    7.625       .301   

      25.56   

8    8.625  .109   .148   .250   .277   .322   .322   .406  

 9.92   14.99   22.38   24.78   28.58   28.58   35.67  
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 PIPE 
SIZE  

 O.D. IN 
INCHES  

 5   10   20   30   40   STD.   60  

9    9.625
      .342   

      33.94   

10    10.750
 .134   .165   .250   .307   .365   .365   .500  

 15.21   18.67   28.06   34.27   40.52   40.52   54.79  

11    11.750
      .375   

      45.60   

12    12.750
 .165   .180   .250   .330   .406   .375   .562  

 22.20   24.19   33.41   43.81   53.57   49.61   73.22  

14    14.000
  .250   .312   .375   .437   .375   .593  

  36.75   45.65   54.62   63.50   54.62   85.13  

16    16.000
  .250   .312   .375   .500   .375   .656  

  42.09   52.32   62.64   82.85   62.64  107.60  

18    18.000
  .250   .312   .437   .562   .375   .750  

  47.44   58.99   82.23  104.76   70.65  138.30  

20    20.000
  .250   .375   .500   .593   .375   .812  

  52.78   78.67  104.23   23.23   78.67   66.56  

22    22.000
  .250   .375   .500    .375   .875  

  58.13   86.69  114.92    86.69  197.60  

24    24.000
  .250   .375   .562   .687   .375   .968  

  63.47   94.71   40.81  171.45   94.71  238.57  

26    26.000
  .312   .500     .375   

  85.68   136.30     102.72   

28    28.000
  .312   .500   .625    .375   

  92.35   146.99  182.90    110.74   

30    30.000
  .312   .500   .625    .375   

  99.02   157.68   96.26    118.76   

32    32.000
  .312   .500   .625   .688   .375   

  105.69   168.37   209.62   230.29   126.78   

34    34.000
  .344   .500   .625   .688   .375   

  112.36   179.06   222.99   245.00   134.79   

36    36.000
  .312   .500   .625   .750   .375   

  119.03   189.75   236.35   282.62   142.81   

42    
      .375   

      166.86   

48    
      .375   

      190.92   
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STEEL PIPE

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

 PIPE 
SIZE  

 O.D. IN 
INCHES  

 80   XH   100   120   140   160  

 1/8 0.405
 .095   .095      

 .31   .31      

 1/4 0.540
 .119   .119      

 .54   .54      

 3/8 0.675
 .126   .126      

 .74   .74      

 1/2 0.840
 .147   .147      .187  

 1.09   1.09      1.31  

 3/4 1.050
 .154   .154      .218  

 1.48   1.48      1.95  

1    1.315
 .179   .179      .250  

 2.17   2.17      2.85  

1 1/4 1.660
 .191   .191      .250  

 3.00   3.00      3.77  

1 1/2 1.900
 .200   .200      .281  

 3.63   3.63      4.86  

2    2.375
 .218   .218      .343  

 5.03   5.03      7.47  

2 1/2 2.875
 .276   .276      .375  

 7.67   7.67      10.02  

3    3.500
 .300   .300      .438  

 10.26   10.26      14.34  

3 1/2 4.000
 .318   .318      

 12.52   12.52      

4    4.500
 .337   .337    .437    .531  

 15.00   15.00    19.02    22.53  

4 1/2 5.000
  .355      

  17.63      

5    5.563
 .375   .375    .500    .625  

 20.80   20.80    27.06    32.99  

6    6.625
 .432   .432    .562    .718  

 28.60   28.60    36.43    45.39  

7    7.625
  .500      

  38.08      

8    8.625
 .500   .500   .593   .718   .812   .906  

 43.43   43.43   51.00   60.77   67.82   74.76  
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 PIPE 
SIZE  

 O.D. IN 
INCHES  

 80   XH   100   120   140   160  

9    9.625
  .500      

  48.77      

10    10.750
 .593   .500   .718   .843   1.000   1.125  

 64.49   54.79   77.10   89.38   104.20   115.75  

11    11.750
  .500      

  60.13      

12    12.750
 .687   .500   .843   1.000   1.125   1.312  

 88.71   65.48   107.42   125.61   139.80   160.42  

14    14.000
 .750   .500   .937   1.093   1.250   1.406  

 106.23   72.16   130.98   150.93   170.40   189.29  

16    16.000
 .843   .500   1.031   1.218   1.437   1.593  

 136.74   82.85   164.98   192.61   223.90   245.48  

18    18.000
 .937   .500   1.156   1.375   1.562   1.781  

 171.08   93.54   208.15   244.37   274.50   308.79  

20    20.000
 1.031   .500   1.280   1.500   1.750   1.968  

 209.06   104.23   256.34   296.65   341.40   379.53  

22    22.000
 1.125   .500   1.375   1.625   1.875   2.125  

 251.05   114.92   303.16   353.94   403.40   451.49  

24    24.000
 1.218   .500   1.531   1.812   2.062   2.343  

 296.86   125.61   367.74   429.79   483.60   542.64  

26    26.000
  .500      

  136.30      

28    28.000
  .500      

  146.99      

30    30.000
  .500      

  157.68      

32    32.000
  .500      

  168.37      

34    34.000
  .500      

  179.06      

36    36.000
  .500      

  189.75      

42    
  .500      

  221.82      

48    
  .500      

  253.89      
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SPLIT STEEL PIPE

Southeast Sales Office:  800-481-7448

Easy to handle & 
installs fast.

Compact packaging saves 
on shipping space.

FMP- The split duct 
solution that fits!

Flanged Maintenance Pipe (FMP)
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SPLIT STEEL PIPE - FMP

Midwest Sales Office:  866-476-4510

SPLIT STEEL PIPE

FMP SPECIFICATIONS

PART NUMBER KEY:     FMP "AALL/BBB"

AA = I.D. (IN) (=IPS' O.D.)          LL = LENGTH (FT)          BBB = WALL THICKNESS (IN)
M = MATERIAL :  (BLACK, GALVANIZED, STAINLESS, ALUMINUM)

Notes:  1)  All sizes and metal walls subject to availability.  2)  Flanged Maintenance Pipe can be 
produced in walls up to 1.50” (please call with your requirements).  3) Standard hardware provided 
is Grade 5 zinc serrated flange bolt and nut in sizes 5/16”, 3/8” and 1/2” and Grade 5 zinc hex tap  
bolt for 3/4”.  Hot dip galvanized, stainless steel, and Grade 8 yellow zinc hardware is available upon 
request

CROSS SECTION 
NOT DRAWN TO SCALE

SPLIT CASING WALLS .188” AND ABOVE ARE PRODUCED FROM:  ASTM A36 TYPE-1 
CARBON STEEL PLATE,  36,000 PSI YIELD, 58,000 - 80,000 PSI TENSILE

SPLIT CASING WALLS .137” AND BELOW ARE PRODUCED FROM:  A1011 CS TYPE B 
CARBON STEEL SHEET, 36,000 PSI YIELD, 51,000 PSI TENSILE

ZINC (HOT-DIP GALVANIZE) COATINGS SPEC:  ASTM A 123/A  123M - 02. APPLIED @ 2.6 
- 4.5 MILS (.188” WALLS AND ABOVE) AND ASTM A653, GALVANIZED CARBON SHEET 
(FOR .137” WALLS AND BELOW)

ALL QUOTES AND/OR STATED PRODUCT SPECIFICATIONS ASSUME NOMINAL COVER 
AND FILL CONDITIONS TO INCLUDE (BUT NOT BE LIMITED TO):  COMPOSITION, 
DENSITY, PLASTICITY, MOISTURE, AND COMPACTION.  IRONHED ASSUMES NO 
RESPONSIBILITY FOR DETERMINING THE ADEQUACY OF, OR REMEDIAL MEASURES 
NECESSARY, TO BRING SOILS TO APPLICABLE STANDARDS, OR THE REQUIREMENT 
TO USE STABILIZATION FILL MATERIALS SUCH AS CELLULAR CONCRETE (FOOTING).

20” AND LARGER DIAMETERS AVAILABLE IN 5/10 OR 10/20 FT SECTIONS.
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SPLIT STEEL PIPE

Southeast Sales Office:  800-481-7448

SPECIFICATIONS

Part Number

A       
Inside  

Diam.(in)

B                 
Thickness  

(in)

C    
Flange 

Width (in)
Avail 

Length (ft)
Weight 
(lb/ft)

Hex  
Hardware       

(in)

Max Install 
Torque  (Ft-

lbs)

FMP 110/074 1.315 0.074 1.07 5/10 2.1 5/16 x 1 13
FMP 1.25-10/074 1.66 0.074 1.07 5/10 2.4 5/16 x 1 13
FMP 1.5-10/074 1.9 0.074 1.07 5/10 2.6 5/16 x 1 13

FMP 210/074 2.375 0.074 1.07 5/10 2.9 5/16 x 1 13
FMP 2.5-10/074 2.875 0.074 1.07 5/10 3.3 5/16 x 1 13

FMP 310/074 3.5 0.074 1.07 5/10 3.8 5/16 x 1 13
FMP 410/074 4.5 0.074 1.07 5/10 4.6 5/16 x 1 13
FMP 510/074 5.563 0.074 1.07 5/10 5.4 5/16 x 1 13
FMP 610/074 6.625 0.074 1.07 5/10 6.3 5/16 x 1 13
FMP 810/074 8.625 0.074 1.07 5/10 7.9 5/16 x 1 13

FMP 1010/074 10.75 0.074 1.07 5/10 7.9 5/16 x 1 13
FMP 1210/074 12.75 0.074 1.07 5/10 11.5 5/16 x 1 13
FMP 1410/074 14 0.074 1.07 5/10 12.5 5/16 x 1 13
FMP 1610/074 16 0.074 1.07 5/10 13.7 5/16 x 1 13

FMP 1810/074 18 0.074 1.07 5/10 15.8 5/16 x 1 13

FMP 1.5-10/137 1.9 0.137 1.14 5/10 4.9 5/16 x 1.25 13

FMP 210/137 2.375 0.137 1.14 5/10 5.6 5/16 x 1.25 13
FMP 2.5-10/137 2.875 0.137 1.14 5/10 6.2 5/16 x 1.25 13

FMP 310/137 3.5 0.137 1.14 5/10 7.2 5/16 x 1.25 13
FMP 410/137 4.5 0.137 1.14 5/10 8.6 5/16 x 1.25 13
FMP 510/137 5.563 0.137 1.14 5/10 10.2 5/16 x 1.25 13
FMP 610/137 6.625 0.137 1.14 5/10 11.8 5/16 x 1.25 13
FMP 810/137 8.625 0.137 1.14 5/10 14.6 5/16 x 1.25 13
FMP1010/137 10.75 0.137 1.14 5/10 17.8 5/16 x 1.25 13
FMP 1210/137 12.75 0.137 1.14 5/10 20.8 5/16 x 1.25 13
FMP 1410/137 14 0.137 1.14 5/10 22.6 5/16 x 1.25 13
FMP 1610/137 16 0.137 1.14 5/10 25.4 5/16 x 1.25 13
FMP 1810/137 18 0.137 1.14 5/10 29.4 5/16 x 1.25 13

FMP 210/188 2.375 0.188 1.313 5/10 8.1 5/16 x 1.25 13
FMP 2.5/188 2.875 0.188 1.313 5/10 8.8 5/16 x 1.25 13
FMP 310/188 3.5 0.188 1.313 5/10 10.4 5/16 x 1.25 13
FMP 410/188 4.5 0.188 1.313 5/10 12.4 5/16 x 1.25 13
FMP 510/188 5.563 0.188 1.313 5/10 14.6 5/16 x 1.25 13
FMP 610/188 6.625 0.188 1.313 5/10 16.6 5/16 x 1.25 13
FMP 710/188 7.625 0.188 1.313 5/10 18.2 5/16 x 1.25 13
FMP 810/188 8.625 0.188 1.313 5/10 20.6 5/16 x 1.25 13

FMP 1010/188 10.75 0.188 1.313 5/10 25 5/16 x 1.25 13
FMP 1210/188 12.75 0.188 1.313 5/10 29 5/16 x 1.25 13
FMP 1410/188 14 0.188 1.313 5/10 31.4 5/16 x 1.25 13
FMP 1610/188 16 0.188 1.313 5/10 35.4 5/16 x 1.25 13
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SPLIT STEEL PIPE - FMP

Midwest Sales Office:  866-476-4510

SPLIT STEEL PIPE

Part Number

A       
Inside 

Diam.(in)

B                 
Thickness 

(in)

C    
Flange 

Width (in)
Avail 

Length (ft)
Weight 
(lb/ft)

Hex  
Hardware       

(in)

Max Install 
Torque  (Ft-

lbs)

FMP 410/237 4.5 0.237 1.362 5/10 16.8 3/8 x 2.5 23

FMP 310/250 3.5 0.25 1.375 5/10 14.2 3/8 x 2.5 23

FMP 410/250 4.5 0.25 1.375 5/10 16.8 3/8 x 2.5 23

FMP 510/250 5.563 0.25 1.375 5/10 19.7 3/8 x 2.5 23

FMP 610/250 6.625 0.25 1.375 5/10 22.5 3/8 x 2.5 23

FMP 810/250 8.625 0.25 1.375 5/10 27.9 3/8 x 2.5 23

FMP 1010/250 10.75 0.25 1.375 5/10 33.6 3/8 x 2.5 23

FMP 1210/250 12.75 0.25 1.375 5/10 38.9 3/8 x 2.5 23

FMP 1410/250 14 0.25 1.375 5/10 42.2 3/8 x 2.5 23

FMP 1610/250 16 0.25 1.375 5/10 47.6 3/8 x 2.5 23

FMP 1810/250 18 0.25 1.375 5/10 51.2 3/8X2.5 23

FMP 2010/250 20 0.25 1.375 5/10, 10/20 57.9 3/8X2.5 23

FMP 2210/250 22 0.25 1.375 5/10, 10/20 63.3 3/8X2.5 23

FMP 2410/250 24 0.25 1.375 5/10, 10/20 69 3/8 x 2.5 23

FMP 610/280 6.625 0.28 1.405 5/10 24.2 3/8 x 2.5 23

FMP 810/280 8.625 0.28 1.405 5/10 31.4 3/8 x 2.5 23

FMP 1410/280 14 0.28 1.405 5/10 49.6 3/8 x 2.5 23

FMP 1610/280 16 0.28 1.405 5/10 55.9 3/8 x 2.5 23

FMP 410/312 4.5 0.312 1.467 5/10 20.5 3/8 x 2.5 23

FMP 610/312 6.625 0.312 1.467 5/10 27.5 3/8 x 2.5 23

FMP 810/312 8.625 0.312 1.467 5/10 34 3/8 x 2.5 23

FMP 1010/312 10.75 0.312 1.467 5/10 41 3/8 x 2.5 23

FMP 1210/312 12.75 0.312 1.467 5/10 47.5 3/8 x 2.5 23

FMP 1410/312 14 0.312 1.467 5/10 51.6 3/8 x 2.5 23

FMP 1610/312 16 0.312 1.467 5/10 58.2 3/8 x 2.5 23

FMP 1810/312 18 0.312 1.467 5/10 64.7 3/8 x 2.5 23

FMP 2010/312 20 0.312 1.467 5/10, 10/20 71.2 3/8 x 2.5 23

FMP 2210/312 22 0.312 1.467 5/10, 10/20 77.8 3/8 x 2.5 23

FMP 2410/312 24 0.312 1.467 5/10, 10/20 84.3 3/8 x 2.5 23

FMP 3010/312 30 0.312 1.467 5/10, 10/20 104 3/8 x 2.5 23

SPECIFICATIONS
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SPLIT STEEL PIPE

Southeast Sales Office:  800-481-7448

Part Number

A       
Inside 

Diam.(in)

B                 
Thickness 

(in)

C    
Flange 

Width (in)
Avail 

Length (ft)
Weight 
(lb/ft)

Hex  Hardware       
(in)

Max Install Torque  
(Ft-lbs)

FMP 610/375 6.625 0.375 2 5/10 36.4 1/2 x 2.5 57

FMP 1010/375 10.75 0.375 2 5/10 52.9 1/2 x 2.5 57

FMP 1210/375 12.75 0.375 2 5/10 60.9 1/2 x 2.5 57

FMP 1410/375 14 0.375 2 5/10 65.9 1/2 x 2.5 57

FMP 1610/375 16 0.375 2 5/10 73.9 1/2 x 2.5 57

FMP 1810/375 18 0.375 2 5/10 82 1/2 x 2.5 57

FMP 1910/375 19 0.375 2 5/10 86 1/2 x 2.5 57

FMP 2010/375 20 0.375 2 5/10, 10/20 90 1/2 x 2.5 57

FMP 2110/375 21 0.375 2 5/10, 10/20 94 1/2 x 2.5 57

FMP 2210/375 22 0.375 2 5/10, 10/20 98 1/2 x 2.5 57

FMP 2410/375 24 0.375 2 5/10, 10/20 106 1/2 x 2.5 57

FMP 2610/375 26 0.375 2 5/10, 10/20 114 1/2 x 2.5 57

FMP 2710/375 27 0.375 2 5/10, 10/20 118 1/2 x 2.5 57

FMP 2810/375 28 0.375 2 5/10, 10/20 122 1/2 x 2.5 57

FMP 3010/375 30 0.375 2 5/10, 10/20 130.1 1/2 x 2.5 57

FMP 3210/375 32 0.375 2 5/10, 10/20 138.1 1/2 x 2.5 57

FMP 3610/375 36 0.375 2 5/10, 10/20 154.1 1/2 x 2.5 57

FMP 4210/375 42 0.375 2 5/10, 10/20 178.2 1/2 x 2.5 57

FMP 4810/375 48 0.375 2 5/10, 10/20 210.7 1/2 x 2.5 57

FMP 610/500 6.625 0.5 2.313 5/10 50.4 1/2 x 2.5 57

FMP 1210/500 12.75 0.5 2.313 5/10 83.1 1/2 x 2.5 57

FMP 1410/500 14 0.5 2.313 5/10 89.8 1/2 x 2.5 57

FMP 1610/500 16 0.5 2.313 5/10 100.5 1/2 x 2.5 57

FMP 1810/500 18 0.5 2.313 5/10 111.2 1/2 x 2.5 57

FMP 1910/500 19 0.5 2.313 5/10 116.5 1/2 x 2.5 57

FMP 2010/500 20 0.5 2.313 5/10, 10/20 121.9 1/2 x 2.5 57

FMP 2210/500 22 0.5 2.313 5/10, 10/20 132.6 1/2 x 2.5 57

FMP 2410/500 24 0.5 2.313 5/10, 10/20 143.2 1/2 x 2.5 57

FMP 2510/500 25 0.5 2.313 5/10, 10/20 148.6 1/2 x 2.5 57

FMP 2610/500 26 0.5 2.313 5/10, 10/20 153.9 1/2 x 2.5 57

FMP 2810/500 28 0.5 2.313 5/10, 10/20 164.6 1/2 x 2.5 57

FMP 3010/500 30 0.5 2.313 5/10, 10/20 175.3 1/2 x 2.5 57

FMP 3210/500 32 0.5 2.313 5/10, 10/20 186 1/2 x 2.5 57

FMP 3310/500 33 0.5 2.313 5/10, 10/20 191.3 1/2 x 2.5 57

FMP 3410/500 34 0.5 2.313 5/10, 10/20 196.7 1/2 x 2.5 57

FMP 3610/500 36 0.5 2.313 5/10, 10/20 207.4 1/2 x 2.5 57

SPECIFICATIONS
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SPLIT STEEL PIPE - FMP

Midwest Sales Office:  866-476-4510

SPLIT STEEL PIPE

Part Number

A        
Inside Diam.

(in)

B                 
Thickness 

(in)

C    
Flange Width 

(in)
Avail 

Length (ft)
Weight (lb/

ft)

Hex  
Hardware      

(in)

Max Install 
Torque   
(Ft-lbs)

FMP 610/375 6.625 0.375 2 5/10 36.4 1/2 x 2.5 57

FMP 1010/375 10.75 0.375 2 5/10 52.9 1/2 x 2.5 57

FMP 1210/375 12.75 0.375 2 5/10 60.9 1/2 x 2.5 57

FMP 1410/375 14 0.375 2 5/10 65.9 1/2 x 2.5 57

FMP 1610/375 16 0.375 2 5/10 73.9 1/2 x 2.5 57

FMP 1810/375 18 0.375 2 5/10 82 1/2 x 2.5 57

FMP 1910/375 19 0.375 2 5/10 86 1/2 x 2.5 57

FMP 2010/375 20 0.375 2 5/10, 10/20 90 1/2 x 2.5 57

FMP 2110/375 21 0.375 2 5/10, 10/20 94 1/2 x 2.5 57

FMP 2210/375 22 0.375 2 5/10, 10/20 98 1/2 x 2.5 57

FMP 2410/375 24 0.375 2 5/10, 10/20 106 1/2 x 2.5 57

FMP 2610/375 26 0.375 2 5/10, 10/20 114 1/2 x 2.5 57

FMP 2710/375 27 0.375 2 5/10, 10/20 118 1/2 x 2.5 57

FMP 2810/375 28 0.375 2 5/10, 10/20 122 1/2 x 2.5 57

FMP 3010/375 30 0.375 2 5/10, 10/20 130.1 1/2 x 2.5 57

FMP 3210/375 32 0.375 2 5/10, 10/20 138.1 1/2 x 2.5 57

FMP 3610/375 36 0.375 2 5/10, 10/20 154.1 1/2 x 2.5 57

FMP 4210/375 42 0.375 2 5/10, 10/20 178.2 1/2 x 2.5 57

FMP 4810/375 48 0.375 2 5/10, 10/20 210.7 1/2 x 2.5 57

FMP 610/500 6.625 0.5 2.313 5/10 50.4 1/2 x 2.5 57

FMP 1210/500 12.75 0.5 2.313 5/10 83.1 1/2 x 2.5 57

FMP 1410/500 14 0.5 2.313 5/10 89.8 1/2 x 2.5 57

FMP 1610/500 16 0.5 2.313 5/10 100.5 1/2 x 2.5 57

FMP 1810/500 18 0.5 2.313 5/10 111.2 1/2 x 2.5 57

FMP 1910/500 19 0.5 2.313 5/10 116.5 1/2 x 2.5 57

FMP 2010/500 20 0.5 2.313 5/10, 10/20 121.9 1/2 x 2.5 57

FMP 2210/500 22 0.5 2.313 5/10, 10/20 132.6 1/2 x 2.5 57

FMP 2410/500 24 0.5 2.313 5/10, 10/20 143.2 1/2 x 2.5 57

FMP 2510/500 25 0.5 2.313 5/10, 10/20 148.6 1/2 x 2.5 57

FMP 2610/500 26 0.5 2.313 5/10, 10/20 153.9 1/2 x 2.5 57

FMP 2810/500 28 0.5 2.313 5/10, 10/20 164.6 1/2 x 2.5 57

FMP 3010/500 30 0.5 2.313 5/10, 10/20 175.3 1/2 x 2.5 57

FMP 3210/500 32 0.5 2.313 5/10, 10/20 186 1/2 x 2.5 57

FMP 3310/500 33 0.5 2.313 5/10, 10/20 191.3 1/2 x 2.5 57

FMP 3410/500 34 0.5 2.313 5/10, 10/20 196.7 1/2 x 2.5 57

FMP 3610/500 36 0.5 2.313 5/10, 10/20 207.4 1/2 x 2.5 57

LARGER & CUSTOM CASING SIZES AVAILABLE UP TO 1.50” WALL THICKNESS

SPECIFICATIONS
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Southeast Sales Office:  800-481-7448
www.teamgalloway.com

FMP Bends are available in all standard sizes.  Use the 
following formula to build the part number for your bends. 

S(Size)x(Degree of Bend)x(Radius) / (Gauge)

For example you need a 4” ninety degree by 36” Radius 
bend in a ten gauge wall thickness.  Your part number 
would be:

S4x90x36/10

Flanged Maintenance Pipe (FMP) Bends
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STEEL PIPE

Galvanized Steel Strand
Strand 

Diameter 
Inches

Coated 
Diameter 
Inches

Wires 
Per 

Strand

Approximate 
Strand 

Weight/1000 
Ft. Pounds

Utilities / 
Specification 

Grade

Common Grade

1/4 .120 3 117 3150 1860

1/4 .120 3 117 4500

5/16 .145 3 171 6500 2490

3/8 .165 3 220 8500 3330

3/16 .062 7 73 1150

3/16 .065 7 80 2400

7/32 .072 7 98 1540

1/4 .080 7 121 1900

9/32 .093 7 164 4600 2570

5/16 .104 7 205 3200

5/16 .109 7 225 6000

3/8 .120 7 273 11500 4250

7/16 .145 7 399 18000 5700

1/2 .165 7 517 25000 7400

9/16 .188 7 671 9600

5/8 .207 7 813 11600

1/2 .100 19 504 7620

9/16 .113 19 637 9640

5/8 .125 19 796 11000

3/4 .150 19 1155 16000

7/8 .177 19 1581 21900

1 .200 19 2073 28700

• 250 ft and 500 ft coils
• 1,000 ft, 2,500 ft and 5,000 ft reels

• Custom lengths to meet your job requirements

All products meet or exceed REA specifications for the electrical and telecommunications 
industries as well as other industry standards:  ASTM A111, ASTM A363, ASTM A474, 

ASTM A475, ASTM A586 and ASTM B500
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Continued >>>

List of fittings and hardware commonly used 
with the installation of aerial strand.  Dependent 
upon the size strand, you will find the number of each 
fitting required.  Galloway can supply you with all of these 
fittings for your project.

Aerial Mile

Aerial Mile

DESCRIPTION AVG/
MILE

U/M

EHS Strand - Class A 6,000 FT
Lashing Wire - 302 or 316 Stainless 12 Coil
No Wrench Screw Anchors 12 EA
6" 8-way Expanding Anchor 12 EA
8" 8-way Expanding Anchor 12 EA
5/8" x 6' Anchor Rod 12 EA
5/8" x 10" Machine Bolt 2 EA
5/8" x 12" Machine Bolt 15 EA
5/8" x 14" Machine Bolt 10 EA
5/8" x 16" Machine Bolt 3 EA
5/8" x 18" Machine Bolt 2 EA
5/8" x 20" Machine Bolt 1 EA
5/8" x 10" Straight D.A. Bolt 2 EA
5/8" x 12" Straight D.A. Bolt 4 EA
5/8" x 14" Straight D.A. Bolt 2 EA
5/8" x 16" Straight D.A. Bolt 1 EA
5/8" x 18" Straight D.A. Bolt 2 EA
5/8" x 20" Straight D.A. Bolt 1 EA
5/8" Sq. Nut 60 EA
Square Washers 80 EA
Threaded Eye Nuts 3 EA
3 Bolt Suspension Clamp w/ Flat keeper 35 EA
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Aerial Mile (cont’d)
Aerial Mile (cont’d)

DESCRIPTION AVG/
MILE

U/M

Crossover Clamp 1 EA
Guy Hook (Ram's Head) 12 EA

Guy Guard - Yellow - 8 ft 12 EA
2-pc Lashing Wire Clamp "D" 80 EA
10" Cable Support Strap 130 EA
16" Cable Support Strap 30 EA
Universal Bonding Clamp 15 EA
Splice 3 EA
Guy Grip Dead-ends 36 EA
False Dead-ends 3 EA
1/2" Plastic Spacer 160 EA
5/8" x 8' Copper Ground Rod 5 EA
5/8" Ground Rod Clamp 5 EA
6 Ga. Copper Bare Wire 125 FT
Copper Coated Staples 125 EA
2" x 5/8" Galvanized Staples 20 EA
Ground Wire Moulding 5 EA
Tree Guard 3 EA
Steel Riser Guard/Cap Riser 2 EA
Snowshoes w/ Brackets & ties 8 EA
Fiber Tags 40 EA
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ENCLOSURES / HANDHOLES

Southeast Sales Office:  800-481-7448
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FEATURES
Body and Cover Constructed of “RPM” Polymer Concrete.  Lighter and Stronger than Conventional Concrete.  Stackable 
for increased Depth.  Covers Designed to Retrofit with most Concrete Boxes.  10K Load Rated for Parkway Applications.  
Contact Representative or Factory for 20K “Traffic” Rated Assemblies.  Specify Cover Logo and Bolt Type, (Hex or 
Pentahead), when Ordering.

NOMINAL 
DIMENSIONS Width x 

Length x Depth

ASSEMBLY 
Weight

PALLET QTY.

POLYMER CONCRETE BOXES
11 X 18 X 12 70 21

11 X 18 X 18 112 14

12 X 12 X 12 37 27

13 X 24 X 12 106 15

13 X 24 X 18 147 10

17 X 30 X 12 162 9

17 X 30 X 18 172 6

17 X 30 X 24 195 6

24 X 24 X 12 195 8

24 X 24 X 24 218 8

24 X 36 X 18 301 8
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ENCLOSURES / HANDHOLES

POLYMER CONCRETE BOXES (CONT’D)
NOMINAL 

DIMENSIONS Width x 
Length x Depth

ASSEMBLY 
Weight

PALLET QTY.

24 X 36 X 24

24 X 36 X 30

24 X 36 X 36

30 X 48 X 18 318 6

30 X 48 X 24 364 4

30 X 48 X 30 451 4

30 X 48 X 36 478 4

30 X 48 X 48 535 3

36 X 60 X 24 703 2

36 X 60 X 36 745 2

36 X 36 X 24  FRP 753 1

36 X 36 X 30  FRP 764 2

48 X 60 X 48 1056 2

48 X 72 X 48 322 3

36 X 36 X 36  FRP 327 2

48 X 60 X 48

48 X 72 X 48

FIBERGLASS BOXES - TAPERED BOX
13 X 24 X 18 111 8

17 X 30 X 18 124 10

17 X 30 X 24 129 10

24 X 36 X 18 261 8

24 X 36 X 24 271 6

24 X 36 X 30

24 X 36 X 36 340 4

30 X 48 X 18 385 5

30 X 48 X 24 397 4

30 X 48 X 30 431 4

30 X 48 X 36 472 3

Polymer Concrete Boxes 
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ENCLOSURES / HANDHOLES

Southeast Sales Office:  800-481-7448
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Channell Enclosures

Lightweight, Efficient Installation: Reduces installer 

strain, no harmful dust.

High-Strength SHIELD Covers: Exceeds 33,750 pound-

force, 50% lighter than concrete.

Advanced Safety Features: Anti-slip, anti-trip design, 

meeting top international safety standards for slip 

resistance.

Endurance Stress Tested: Proven durability and long 

life expectancy.

Global Choice: Preferred for OSP infrastructure due to 

innovation and safety.

An upgradable, re-enterable cable 

management vault system series, 

BULK redefines the standard with 

one universal body that can easily 

meet the standards of light, medium, 

and heavy duty applications simply 

by changing its cover or ring design.

Dimensions: 24”W x 36”L

Available Depths: 12”/18”/24”/30”/36”
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Concrete Manholes

• Precast utility vaults are preferred for protecting and providing 

access to telecommunications and fiber optic cables.

• Oldcastle Infrastructure offers a range of designs: one piece, 

three piece, and multi-piece.

• Vaults come with both standard and customizable options for 

added value.

• Preinstalled equipment and accessories in vaults save time 

and money on projects.

• Features available include grade rings, risers, lifters, pulling 

irons, drainage sumps, term-a-ducts, knockouts, and racking.

• Three piece vaults are made up of a slab, riser, and lid for easy 

access and handling during loading, transport, and installation.
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ENCLOSURES / HANDHOLES

Southeast Sales Office:  800-481-7448
www.teamgalloway.com

Box ArmorTM - Steel Handhole   
Replacement Lid

TM

*Box Armor Custom Handhole Lids provide an armored 
alternative to polymer concrete lids. 
There are many options to fit your particular box and 
application needs. Perfect for a quick and lasting repair of 
damaged hand-hole edges; Box Armor™ puts a ring of armor 
around the inside and outside top edge of the polymer concrete 
box.  Developed for ease of installation and use.

REPLACEMENT LID FOR POLYMER CONCRETE UTILITY 
ENCLOSURES

REHABILITATES AND EXTENDS LIFE OF DAMAGED BOXES
PROTECTS INVESTMENT. AVOIDS COST TO SWAP ENTIRE 

BOX
ALL STEEL CONSTRUCTION

TIER 15 LOAD RATING
TAMPER-RESISTANT HARDWARE FOR 7GA STEEL LID

SINGLE PERSON OPERATION
SLIDE ARM WITH SAFETY LOCK PREVENTS ACCIDENTAL 

CLOSURE
FRAME BODY FROM 10 GAUGE A36 STEEL
RIBS FROM 10 GAUGE GRADE 80 STEEL

TREAD-PLATE LID FROM 7 GAUGE A36 STEEL
4/EA 3/8 ZINC HEX BOLTS LID TO BOX

REPLACEMENT LID FOR POLYMER 
CONCRETE UTILITY ENCLOSURES
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ENCLOSURES / HANDHOLES

HDD Tools & Supplies
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CABLE AND CONDUIT PLACEMENT TOOLS

Southeast Sales Office:  800-481-7448
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JONARD TOOLS

Individual tools available as well. 



Midwest Sales Office:  866-476-4510

CABLE AND CONDUIT PLACEMENT TOOLS

Page  53See Back Cover For All Locations

C
A

B
L
E

 A
N

D
 C

O
N

D
U

IT
 P

L
A

C
E

M
E

N
T

 T
O

O
L
S

CABLE AND CONDUIT PLACEMENT TOOLS



CABLE AND CONDUIT PLACEMENT TOOLS
C

A
B

L
E

 A
N

D
 C

O
N

D
U

IT
 P

L
A

C
E

M
E

N
T

 T
O

O
L
S

Page 54

CABLE AND CONDUIT PLACEMENT TOOLS

Southeast Sales Office:  800-481-7448
www.teamgalloway.com



Midwest Sales Office:  866-476-4510

CABLE AND CONDUIT PLACEMENT TOOLS

Page  55See Back Cover For All Locations

C
A

B
L
E

 A
N

D
 C

O
N

D
U

IT
 P

L
A

C
E

M
E

N
T

 T
O

O
L
S

CABLE AND CONDUIT PLACEMENT TOOLS

MINIJET™
The MiniJet™ blowing machine 
will install cable, micro-cable and 
microduct.

For cables and fibers Ø 4 to 16 mm 
and ducts OD 7 to 42 mm.

ULTIMAZ™ ELECTRIC
UltimaZ™ E series jetting 

machine, the built-in electric 
motor powered by a long-life 

lithium battery provides a full day 
of service to project completion.

Discover our electric FTTx micro-cable 
blowing machine inside and outside 

buildings.

For FTTH micro-cables Ø 0.8 to 
4.0 mm and micro-ducts OD 3 to 

12.0 mm.

SUPERJET™
With the largest operational range, 
the SuperJet™ blowing machine pro-
vides outstanding results to the most 
demanding requirements.

Discover our telecommunication cable and 
fiber blowing or floating machine (optical fiber, 
coaxial or multipair) or multiducts in preinstalled 
ducts.

For cables and fibers Ø 9 to 32 mm 
and for ducts OD 20 to 63 mm.
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CABLE AND CONDUIT PLACEMENT TOOLS
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Lewis pulling grips are manufactured in single, double, triple and up to 
quad weave configurations of High-Fatigue Aircraft Strand steel cable.  
The cable is coated with a UV resistant plastic coating. This plastic 
coating increases the life of the grip, provides a bearing surface on 
underground pulls and increases the ease and SAFETY of installation 
and removal for workmen. Copper tabs on tail end of grip add 
reinforcement to tail end of grip strands and ensure quick loading of 
product to be pulled.

Model A
Part No. Size Range Work Load Weave Mesh Length Eye 

A-SW-18 3/4” -1 1/4” 1,000 lbs. Single 18" 3"

A-SW-24 3/4” -1 1/4” 1,000 lbs. Single 24" 3"

A-DW-18 3/4” -1 1/4” 2,000 lbs. Double 18" 3"

A-DW-24 3/4” -1 1/4” 2,000 lbs. Double 24" 3"

A-TW-18 3/4” -1 1/4” 3,500 lbs. Triple 18" 3"

A-TW-24 3/4” -1 1/4” 3,500 lbs. Triple 24" 3"

Model B
B-TW-26 1 1/4” - 2” 2,500 lbs. Triple 26” 3 1/4” 

B-TW-32 1 1/4" -  2" 3,500 lbs. Triple 32" 3 1/4” 

Model C
8 " 32.5 8.625 10.19 0.265 5

8 " 26 8.625 10.19 0.332 6.07

Model D
D-TW-38 2 3/4" - 3 1/2" 4,500 lbs. Triple 38" 3 3/4"

D-TW-46 2 3/4" - 3 1/2" 5,500 lbs. Triple 46" 3 3/4"

Model E
E-TW-46 3 1/2" - 4 1/4" 5,500 lbs. Triple 46" 4"

E-TW-52 3 1/2" - 4 1/4" 6,500 lbs. Triple 52" 4"

Model F
F-TW-52 4 1/4" - 4 7/8" 6,000 lbs. Triple 52" 4"

F-TW-58 4 1/4" - 4 7/8" 7,000 lbs. Triple 58" 4"



Midwest Sales Office:  866-476-4510

CABLE AND CONDUIT PLACEMENT TOOLS

Page  57See Back Cover For All Locations

C
A

B
L
E

 A
N

D
 C

O
N

D
U

IT
 P

L
A

C
E

M
E

N
T

 T
O

O
L
S

CABLE AND CONDUIT PLACEMENT TOOLS

Model G
Part No. Size Range Work Load Weave Mesh Length Eye 

G-QW-58 4 7/8" - 5 1/2" 7,300 lbs. 4 Wire 58" 6" Braided

G-QW-64 4 7/8" - 5 1/2" 8,300 lbs. 4 Wire 64" 6" Braided

Model H
H-QW-58 5 1/2" - 6" 7,300 lbs 4 Wire 58" 6" Braided

H-QW-64 5 1/2" - 6" 8,300 lbs. 4 Wire 64" 6" Braided

Model I
I-QW-58 6" - 6 3/4" 7,300 lbs. 4 Wire 58" 6" Braided

I-QW-64 6" - 6 3/4" 8,300 lbs. 4 Wire 64" 6" Braided

Model J
J-QW-58 6 3/4" - 8" 9,100 lbs. 4 Wire 58" 6" Braided

J-QW-64 6 3/4" - 8" 10,100 lbs. 4 Wire 64" 6" Braided

Model K
K-QW-64 8" - 9 1/2" 10,100 lbs. 4 Wire 64" 6" Braided

K-QW-77 8" - 9 1/2" 10,100 lbs. 4 Wire 77" 6" Braided

Heat treated drop forged steel swivels are available.  They are forged of high quality 
medium carbon 1035 steel and are graphite lubricated.  Stock sizes range from 1/4 inch 
to 1/2 inch; other sizes will be furnished on request.

Drop forged steel swing links are 
fabricated from the same high qual-
ity steel as ewis swivels.  They are 
used for adapting swivels to Lewis 
grips and/or winch lines.

The above illustrates miscellaneous 
hardware, drop forged, heat treated and 
proof load tested used in fabricated rope 
and belting items.
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CABLE AND CONDUIT PLACEMENT TOOLS

Southeast Sales Office:  800-481-7448
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Standard Polyester MULETAPE
Strength Bowline 

Strength
Mule-Knot 
Strength

Min Reel 
Lengths

Max Reel 
Lengths

Appox. Width

lbs (kg) lbs (kg) lbs (kg) ft km ft km inches
200 91 110 50 150 68 3000 1 100,000 31 1/8"

400 182 190 86 300 136 3000 1 100,000 31 1/4"

600 273 360 164 468 213 3000 1 100,000 31 3/8"

900 409 480 218 770 350 3000 1 100,000 31 1/2"

1250 568 760 345 900 409 3000 1 70,000 21 1/2"

1800 818 830 377 1400 636 3000 1 50,000 15 5/8"

1800 818 830 377 1400 636 3000 1 3,000 1 3/8"

2500 1136 1300 591 1800 818 3000 1 25,000 8 3/4"

3300 1500 1900 864 2900 1318 1000 0.3 3,000 1 1/2"

4000 1818 2300 1045 3500 1591 1000 0.3 3,000 1 5/8"

6000 2727 3080 1400 5000 2273 1000 0.3 3,000 1 3/4"

Recommended MULETAPE® For Outside PlantFiber Optic Cable Installation
In order to avoid damaging delicate fiber optic cables during installation, it is crucial that the cables not be 
subjected to excessive strain. The charts below will assist you in selecting the appropriate MULETAPE 
product for your application. 
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*Placement Tools

• Electrofusion

• Butt Fusion

• Fiber Blowing

• Fiber Pulling

• Etc
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FIBER OPTIC CABLE AND CONNECTIVITY

Southeast Sales Office:  800-481-7448
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Fiber Optic Cable & Connectivity
Galloway stocks and supplies top name brand fiber 

optic cabling products in accordance with your 

project’s specifications. Partnering with the best 

manufacturers, we ensure that every product meets the 

highest standards of quality and performance.

With the Galloway Group, you’re not just choosing 

a product; you’re gaining a partner. Rapid delivery, 

customized solutions, and unparalleled support - we’re 

here to ensure your project’s  success.

Warehoused for your 
convenience. Call for 

specs & lead time.
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FIBER OPTIC CABLE AND CONNECTIVITY

The Galloway Group provides the complete FTTX solution.

Tools & Test Equipment

Fiber Connector Inspection

Fiber Optic fusion Splicers

Fiber Optic/FTTX Testing

Fiber Pullers & Blowers

Hand Tools

OTDR’s

Pulling Grips

Swivels

Underground Plant

HDPE Innerduct

MaxCell & MaxSpace

Fiber Optic Cable & 
Accessories

Adapters, Bulkheads, 

Connectors

Cabinets & Enclosures

Cable Assemblies/Jumpers

Cable Management

Fiber Cable & Cponnectivity

Fusion Splicers

Indoor & Outdoor Terminals

Optical Cleaning Products

Optical Tool Kits

Plenum Innerduct

Rack/Wall Mount

Splice Closures & Accessories

Splitters & WDM’s

Terminating Tools
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FIBER OPTIC CABLE AND CONNECTIVITY

Southeast Sales Office:  800-481-7448
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Fiber Closures
At a Glance

FOSC 450 A 450 B Short 450 B 450 C 450 D

Entry Ports 4 6 6 6 6

Single Splice 96 144 144 192 576

Mass Splice 144 288 288 864 1152

Size (Length 
x Diameter) 19 x 8 19 x 9.2 24 x 9.8 23 x 11.5 30 x 11.5

FOSC 600 C 600 D

Entry Ports 3/16 3/16

Single Splice
In-Line 216 504

Butt 360 648

Mass Fusion
In-Line 576 1152

Butt 864 1728

Size (L x H x W) 32.6 x 6 x 10.8 32.6 x 10 x 10.8

FOSC 450 

FOSC 600
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FIBER OPTIC CABLE AND CONNECTIVITY

450 A 
Smallest of the FOSC 450 closure family

450 B Short 
One of the smaller 450 closures

450 B 
The mid-size FOSC 450 closure

450 C 
Combining the well accepted FOSC 450 D 

closure with a short overall length (23”), the 
450 C fits applications where increased splice 

capacity and small size are a must

450 D 
The largest of the FOSC 450 closure line, the 
450 D is capable of handling a wide range of 
fiber closure needs

A family of closures designed for your fiber 
network needs! 

FOSC 450 fiber optic splice closures are a family of 
single-ended closures designed for use most anywhere there 

are fiber splicing and storage needs. These closures are 
available in five sizes, each featuring: 

Galloway Group 
and Commscope, 
Channell & Pre-
Formed provide all the 
connections you’ll need for a 

successful project.
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FIBER OPTIC CABLE AND CONNECTIVITY

Southeast Sales Office:  800-481-7448
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Fiber Optic Test Equipment

Inno View 600

Visual Fault Locators 

Live Fiber 
Identifier

Identifies optical signal 
without having to 
disconnect the fiber or 
disrupt network traffic.  

Also converts to an 
Optical Power Meter. 

FiberChek Probe 
Microscope
The “all-in-one” handheld solution for 
fiber inspection.
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FIBER OPTIC CABLE AND CONNECTIVITY

Fiber Splicing Equipment

Fusion Splicers - Inno View Series
New Industry Standard for Core-Alignment Fiber Splicing
Features
• Arc Fusion Technology: Uses electrical arc for seamless 

connections.
• Low Light Loss: Ensures minimal 

signal disruption.
• Seamless Connections: Achieves 

continuous optical paths.
• Quality Communication: Delivers 

minimal signal loss.
• Series for Every Need: Ranges 

for various budgets and 
requirements.

• Efficient Precision: Focuses on 
accurate, fast splicing.

Fiber Cleavers
High Precision Cleavers

Compact and light size 
Over 48,000 times cleaving 
Easy and simple blade position selection 
Ideal for 250μm and 900 μm

Full Line of Fiber Splicing 
Tools and Accessories

Fiber Optic Strippers
Round Cable Strippers

Cable and Strip Ring Tool
Cable Slitters 

Wire & Kevlar Cutting Shears
Screwdrivers

Pliers
 

Flashlights
Fiber Connector Cleaners
Fiber Wipes
Alchohol Dispensers 
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Personal Protective Equipment 
(PPE)

Hi Viz 
We can add your logo 

FR and Arc
Shirts 
Pants 

Rainwear 
Winter Wear 
Hard Hats 

Base Layers 
Vests 

Gloves 
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Specifications: 
Available in a variety of materials and sizes, roll-up signs offer full size signage in a lightweight 
and easy to store design.
• All roll-up signs meet MUTCD requirements.
• Many standard legends and materials available (click Fact Sheet for more information), 

custom signs are also available on request.
• Dicke roll-up signs are NCHRP-350 compliant when used with one of our NCHRP-350 

compliant stands.
• Fiberglass ribs, or cross bracing, feature a protective veil to prevent blooming and painful 

splinters.
• The rib set is fastened at the center with a 1/4” steel rivet and spring washer providing 

constant tension. It will not loosen or tighten with    use the way nut and bolt assemblies 
do.

• Rectangular and delta style corner pockets are made of tough polycarbonate plastic for 
durability.

• Delta pockets on the horizontal corners provide three rivet points for durability and a shal-
lower pocket depth for easier deployment.

• Delta pockets have a narrow width and feature a channel for the strap which provide a 
smaller, tighter diameter for easier storage.

• Back to back hook and loop strap for storage.
• Optional folding flag systems permanently attaches 2 warning flags, flagholders for wood 

dowel flags may be installed on request.

Roll-Up Signs
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Construction Signs

Warning Signs
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Model SZ-460-2S  
Dual Spring Stand

Safety 

• Bright orange, powder coated 
legs allow the SZ-460-2S sign 
stand to be seen from highways 
to city sidewalks.

Visibility

• The SZ-460-2S sign stand 
holds rigid orroll-up signs 60” 
above the ground for maximum 
visibility. This height meetsthe 
minimum height requirement 
as setforth in the MANUAL ON 
UNIFORM TRAFFIC CON-
TROL DEVICES (MUTCD).

Crash Test Breakaway Base

• The SZ-460-2S’s new breakaway base is the first of its 
kind.

Dual Spring

• These specially designed heavy-
duty springs will give you years 
of use without developing any 
memory or sag
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SNAPTRACK  
Precision Locating System

• Pathfinder SAF Technology™ for precision 
tracking.

• Customizable with FrequencyFlex™ 
adaptation.

• Enhanced multi-frequency transmitter 
functions.

• Simultaneous dual-frequency application.
• Ergonomic design with intuitive controls.
• Instant depth measurement up to 25 feet.
• Accurate fault and blockage localization.
• Easy-to-use with audible status cues.

Efficient, wide-range utility detection.
• Versatile for varied locating scenarios.

Powerful and Feature Packed Utility Locator
Makes Accuracy Simple, Fast and Affordable.
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Tracer Wire

COPPER PE45

Copper Conductor - High Molecular Weight 

Polyethylene (HDPE) Insulation - Moisture, 

Chemical, and Oil Resistant - Impact, Crush, and Abrasion Resistant - RoHS Compliant, Direct Burial 

Rated, 600 Volts - Made in the USA

PRO-TRACE HDD-CCS PE45 Tracer Wire

(NEW & IMPROVED) PRO-TRACE HDD-CCS 

PE45 tracer wire has almost 7X the break load 

of copper, which allows 1 wire to be installed in 

directional boring and pipe bursting applications .  This tracer wire provides the perfect balance between 

strength, ductility, and brittleness to ensure durability.  When copper tracer wire is used, 2 to 5 wires may 

be used to obtain the needed strength to prevent breakage. In comparison, using 1 wire of 12, 10, or 8 

AWG HDD-CCS is successful and costs substantially less.  Bottom line is PRO-TRACE HDD-CCS tracer 

wire is superior to copper in strength and durability.  

HF-CCS PE30/PE45 Tracer Wire

PRO-TRACE HF-CCS PE30/PE45 tracer wire is 

designed to have the flexibility, memory, and feel 

of copper.  It also has a 43% higher break-load , 

minimizing damage during installation and while in service.  This product is best suited for open-trench 

applications.  Equal in signal tracing performance, it simply outperforms copper tracer wire and significantly 

reduces material costs.

TRACE-SAFE® Water Blocking Reinforced Tracer Wire

Water blocking reinforced tracer 

wire for the TRACE-SAFE® utility 

locating system. Insulated metallic conductor enables reliable and accurate locating of all-dielectric cables, 

gas lines, sewer lines or water pipes.

Available common stock sizes of 10ga, 
12ga and 14ga. Call your local Galloway for 
available stock length and ordering options.
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Trace-Safe™, a new water blocking tracer wire that lasts 
longer, costs less than traditional solid copper tracer wire, and 
provides enhanced protection to both workers and pipelines, 
is now available from Galloway Group. 

Ideal for the gas, sewer, water, reclamation, and telecom 
markets, Trace-Safe is the only water blocking tracer wire 
on the market today. It features a 19 gauge solid copper 
conductor at its core, polyolefin insulation material, specially 
designed water blocking yarns, and a HDPE outer jacket. This 
unique construction gives Trace-Safe its unparalleled tensile 
and break strength and ultimately extends the life of the tracer 
wire. 
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Cable and Pipe Warning 
SystemPosts

The warning sign and utility right of way marker system is a 
guaranteed, versatile, high strength, lightweight, maintenance 
free method of identifying and marking buried:

    * Telephone Cables
    * Electric Cables
    * Television Cables
    * Petroleum Pipelines
    * Gas Pipelines
    * Chemical Pipelines
    * Water Pipelines
    * Sewage Pipelines

We handle marking 
posts for absolutely any 

application.  Sizes range as 
large as 

5” x 5” x 16’
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Inverted Marking Paint Aerosol 
   
V2300 System Inverted Marking Paint

    * High-output spray tip for bold, easy-to- 
       see markings
    * Bright, vivid colors
    * Long-lasting
    * Fast-drying
    * Guaranteed not to clog
    * Available in APWA, general purpose and 
       fluorescent colors
    * Use with Rust-Oleum Marking Wand
       #2393000 for quick and accurate site
       marking
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Midwest Sales Office
2571 Ferris Road

Columbus, Oh 43224
Toll Free: 866-476-4510

Tel: 614-414-0861
Fax: 614-414-0976

After Hours:  317-468-5157

Southeast Sales Office
5840 Youngquist Road
Fort Myers, FL  33912
Toll Free:  800-481-7448
Tel:  239-481-7448
Fax:  239-481-7445
After Hours:  813-955-4004

Indiana Sales Office
5637 W. US 40
Greenfield, IN  46140
Tel: 317-947-6271
Fax: 317-947-6278
After Hours:  317-294-8908

Northeast Sales Office
19 Davidson Lane

Building 3
New Castle, DE  19720

Tel: 302-317-1502 
After Hours:  302-317-1502

Miami Sales Office
7355 NW 35th Street
Miami, FL  33122
Tel: 786-378-4615

Colorado Sales Office
6900 Bayou Gulch Rd

Parker, CO 80134
Tel: 720-683-6100

After Hours:  720-595-5848

Tampa Sales Office
12901 N 50th St.
Tampa, FL 33610

Tel: 813-443-5598
After Hours:  813-955-4004

Arizona Sales Office
110 S. 32nd St. 

Phoenix, AZ  85034
Tel: 623-738-2800

After Hours:  480-640-5584

SALES & STOCKING LOCATIONS

www.teamgalloway.com
info@teamgalloway.com


